












,

,







Doc SCA 4.0 Requirement Text SCA 4.1 Final Requirement Text Chg? Description [1]

Exceptions SCA008 base 

spec

AP, 

OE

The connectUsesPorts  operation shall raise the InvalidPort 

exception when the input portConnections parameter 

provides an invalid connection for the specified port.

The connectUsesPorts  operation shall raise the InvalidPort 

exception when the input portConnections parameter 

provides an invalid connection for the specified port.

no no

Exceptions SCA012 base 

spec

AP, 

OE

The disconnectPorts  operation shall raise the InvalidPort 

exception when the input portDisconnections parameter 

provides an unknown connection to the PortAccessor 

component.

The disconnectPorts  operation shall raise the InvalidPort 

exception when the input portDisconnections parameter 

provides an unknown connection to the PortAccessor's 

component.

yes no The change from "PortAccessor" in 4.0 to "PortAccessor's" in 

4.1 does not require the R-Check SCA 4.0 implementation to 

be changed to support SCA 4.1.

Exceptions SCA014 base 

spec

AP, 

OE

The getProvidesPorts  operation shall raise an InvalidPort 

exception when the input portConnections parameter 

requests undefined connection(s).

The getProvidesPorts  operation shall raise an InvalidPort 

exception when the input portConnections parameter 

requests undefined connection(s).

no no

Exceptions SCA015 base 

spec

AP, 

OE

The initialize  operation shall raise an InitializeError exception 

when an initialization error occurs.

The initialize  operation shall raise an InitializeError exception 

when an initialization error occurs.

no no

SCA16 SCA016 base 

spec

AP, 

OE

The releaseObject  operation shall release all internal 

memory allocated by the component during the life of the 

component.

The releaseObject  operation shall release all internal 

memory allocated by the component during the life of the 

component.

no no

Exceptions SCA018 base 

spec

AP, 

OE

The releaseObject operation shall raise a ReleaseError 

exception when a release error occurs.

The releaseObject operation shall raise a ReleaseError 

exception when a release error occurs.

no no

Exceptions SCA023 base 

spec

AP, 

OE

The runTest  operation shall raise the UnknownTest 

exception when there is no underlying test implementation 

that is associated with the input testId given.

The runTest  operation shall raise the UnknownTest exception 

when there is no underlying test implementation that is 

associated with the input testId given.

no no

Exceptions SCA024 base 

spec

AP, 

OE

The runTest operation shall raise the CF UnknownProperties 

exception when the input parameter testValues contains any 

CF DataTypes that are not known by the component's test 

implementation or any values that are out of range for the 

requested test.

The runTest  operation shall raise the CF::UnknownProperties 

exception when the input parameter testValues contains any 

CF::DataTypes that are not known by the component's test 

implementation or any values that are out of range for the 

requested test.

yes no The change from "CF DataTypes" in 4.0 to "CF::DataTypes" in 

4.1 does not require the R-Check SCA 4.0 implementation to 

be changed to support SCA 4.1.

R-Check implementation from 4.0 to 4.1Rqmt 

ID

Text 

Differs?

R-Check GUI 

Category

AP, 

OE



exp goto @label; @stmt => incident "Found dead code";









From the breakdown of patterns –

Code inspection tasks can be organized in a logical way –

Sort relevant functions by pattern – or – sort by pattern across requirements
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